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- Chiusura manuale a vite

ACCESSORI: OPTIONALS:

STANDARD FEATURES:
-  AISI 304 stainless steel frame on wheels
-  Inlet and outlet piping with butterfly valves
and pressure gauges

-  AISI 304 stainless steel collecting basin
with draining valve

- Filtering pack with polypropylene or
stainless steel 400x400 mm or 600x600
mm plates with gaskets

-  Manual screw closure

-  Blind plate
-  Feed centrifugal pump on filter frame with
elecrical panel
-  Manual hydraulic closure for FRC 40X40
- Hydraulic motorised closure for FRC 60x60
- (max. 4 bar pressure)
-  Double filtration kit
- Inlet sight glass for FRC 40X40
- Filter with plates in PA66 for beer/spirits
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Dati e misure non sono impegnativi e possono essere variati senza preavviso.
Measurements and operating data are not legally binding and subject to change without notice.

DATI TECNICI
TECHNICAL DATA

FRC-40 - 20 FRC-40 - 30 FRC-40 - 40 FRC-40 - 50 FRC-40 - 60 FRC-40 - 80 FRC-40 - 100

Numero piastre 
Plates number nr. 20 30 40 50 60 80 100

Numero piastre max 
Max. plates number nr. 24 34 46 56 68 88 106

Superficie filtrante 
Filtering surface m² 3.0 4.6 6.2 7.8 9.5 12.4 16.0

Portata 
Flow rate hl/h 30 46 62 78 95 124 160

Lunghezza 
Length mm 1200 1650 2050 2150 2350 2900 3300

Profondità 
Depth mm 700 700 700 700 700 950 950

Altezza 
Height mm 1000 1000 1000 1000 1000 1200 1200

Peso 
Weight Kg 215 250 280 315 350 510 540

FRC-60 - 40 FRC-60 - 60 FRC-60 - 80 FRC-60 - 100 FRC-60 - 120 FRC-60 - 150

Numero piastre 
Plates number OS� 40 60 80 100 120 150

Numero piastre max. 
Max. plates  max. OS� 24 34 46 56 68 158

Superficie filtrante
Filtering surface N¤ 13�5 20�0 27�0 33�5 40�0 53�0

Portata
Flow rate IM�I 121�5 180�0 243�0 301�5 360 477�0

Lunghezza
Length NN 2550 2900 3280 3700 4200 5200

Profondità
Depth NN 840 840 840 840 840 840

Altezza
Height NN 1350 1350 1350 1350 1350 1350

Peso | Weight  Q��QPMZQSPQZMFOF
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Enoveneta S.p.A.
Via Marconi, 56 
35016 Piazzola sul Brenta (PD) - ITALY 
T. +39 049 5590358 - F. +39 049 9600002
info@enoveneta.it

Rivenditore autorizzato - Dealer

Enoveneta France
ZAC de Nicopolis, 292 Rue Vermentino 
83170 Brignoles - FRANCE
T. +33 04 94 04 54 13 - F. +33 04 94 04 03 33
france@enoveneta.it

Enoveneta Brasil
Rua Joao Antonio Covolan 
136 B. Santa Catarina
95030-410 Caxias do Sul (RS) – BRASIL

www.enoveneta.it




